
Features 9” Value 
Sign

12” Value 
Sign

iQ900 
Sign

iQ1200 
Sign

Optimal Road Speed

Housing Dimensions

LED Display

Sign Legibility Distance

Programming Input

Capable of Collecting 
Traffic Data (SafetyCalm 

software included)

External Ring or Beacon 
Compatible

Stealth Mode (for 
collecting data when 

LEDs are off)

Power Package

Modular Design for 
Easy Service

Portable Configuration

Dolly Configuration

RS-232 Port

18”W
x24”H 

22.7 lbs

450 ft

RF remote 
30’ range

Solar Kit 
Included

600 ft 450 ft 600 ft 750 ft 1000 ft 1000 ft

RF remote 
30’ range

300’ 
range

300’ 
range

300’ 
range

300’ 
range

300’ 
range

24”W
x30”H 
28 lbs

18”w
x24”H

x1-7/8”D
10 lbs

24”W
x30”H 
15 lbs

30”W
x41”H
x3”D 
36 lbs

36”W
x48”H

x2-3/4”D 
28 lbs

48”W
x60”H 
x4”D
28 lbs

iQ1500 
Sign

iQ1800 
Sign

iQ1800 
Jumbo 

Sign

Solar Kit 
Included Solar/AC

Ready
Solar/AC

Ready
Solar/AC

Ready
Solar/AC

Ready
Solar/AC

Ready

Value
Series

iQ
Series


